Message

From: North, Alexis [/O=EXCHANGELABS/OU=EXCHANGE ADMINISTRATIVE GROUP
(FYDIBOHF23SPDLT)/CN=RECIPIENTS/CN=D24E261D2C5F490AA1247230E6198B94-NORTH, ALEXIS]
Sent: 1/30/2018 7:17:17 PM

To: Smith, Claudia [smith.claudia@epa.gov]
Subject: CBM
For O000a:

I didn’t find anything in the rule exempting CBM, it’s if the well is fracked, it’s in.

§60.5365a Am | subject to this subpart?

ou are subject to the applicable provisions of this subpart if you are the owner or operator of one or more of the
onshore affected facilities listed in paragraphs (a) through (j) of this section for which you commence construction,
modification, or reconstruction after September 18, 2015.

(a) Each well affected facility, which is a single well that conducts a well completion operation following hydraulic
fracturing or refracturing. The provisions of this paragraph do not affect the affected facility status of well sites for the
purposes of §60.5397a. The provisions of paragraphs (a)(1) through (4) of this section apply to wells that are hydraulically
refractured:

(1) A well that conducts a well completion operation following hydraulic refracturing is not an affected facility,
provided that the requirements of §60.5375a(a)(1) through (4) are met. However, hydraulic refracturing of a well
constitutes a modification of the well site for purposes of paragraph (i)(3)(iii) of this section, regardless of affected facility
status of the well itself.

(2) A well completion operation following hydraulic refracturing not conducted pursuant to §60.5375a(a)(1) through
(4) is a modification to the well.

(3) Except as provided in §60.5365a(i)(3)(iii), refracturing of a well, by itself, does not affect the modification status of
other equipment, process units, storage vessels, compressors, pneumatic pumps, or pneumatic controllers.

(4) A well initially constructed after September 18, 2015, that conducts a well completion operation following
hydraulic refracturing is considered an affected facility regardless of this provision.

Hydraulic fracturing means the process of directing pressurized fluids containing any combination of water, proppant, and
any added chemicals to penetrate tight formations, such as shale or coal formations, that subsequently require high rate,
extended flowback to expel fracture fluids and solids during completions.
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